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Carbon Steel Tube, ERW to API 5L Grade B & EN10217-1 (BS3601)

Carbon Steel Tube, Seamless API 5L Grade B Dual Certified to ASTM A106 Grade B

Options: Galvanised seamless carbon steel tube & cut lengths to order

N/B 

SIZE 

O/D 

MM SCH10 SCH20 SCH30 

STD 

W/T SCH40 X/S SCH80 

1/4" 13.7 2.2 2.2 3 3 

3/8" 17.1 2.3 2.3 3.2 3.2 

1/2" 21.3 2.8 2.8 3.7 3.7 

3/4" 26.7 2.9 2.9 3.9 3.9 

1" 33.4 3.4 3.4 4.5 4.5 

1 1/4" 42.2 3.6 3.6 4.9 4.9 

1 1/2"  48.3 3.7 3.7 5.1 5.1 

2" 60.3 3.9 3.9 5.5 5.5 

2 1/2" 73.0 5.2 5.2 7.0 7.0 

3" 88.9 5.5 5.5 7.6 7.6 

4" 114.3 6.0 6.0 8.6 8.6 

5" 141.3 6.6 6.6 9.5 9.5 

6" 168.3 7.1 7.1 11.0 11.0 

8" 219.1 6.4 7.0 8.2 8.2 12.7 12.7

10" 273.1 6.4 7.8 9.3 9.3 12.7 15.1 

12" 323.9 6.4 8.4 9.5 10.3 12.7 17.5 

14" 355.6 6.4 7.9 9.5 9.5 11.1 12.7 19.1 

16" 406.4 6.4 7.9 9.5 9.5 12.7 12.7 21.4 

18" 457 6.4 7.9 11.1 9.5 14.3 12.7 23.8 

20" 508 6.4 9.5 12.7 9.5 15.1 12.7 26.2 

22" 559 6.4 9.5 12.7 9.5 15.9 12.7 28.6 

24" 610 6.4 9.5 14.3 9.5 17.5 12.7 31.0 

26" 660 7.9 12.7 9.5 12.7 

28" 711 7.9 12.7 15.9 9.5 12.7 

30" 762 7.9 12.7 15.9 9.5 12.7 

32" 813 7.9 12.7 15.9 9.5 17.5 12.7 

34" 864 7.9 12.7 15.9 9.5 17.5 12.7 

36" 914 7.9 12.7 15.9 9.9 19.1 12.7 

LINEPIPE DIMENSIONS (o/d & Wall Thickness)

Welded fittings to ASTM A234 WPB, (see steel butt weld fittings section) 

ASA flanges to ASTM/ASME SA 105N, (see steel flange section)

Forged steel fittings to A105N BS3799, we stock BSP 3000lb fittings to suit the above tube. 

Options available, NPT, socket weld, galvanised & stainless steel in 3K/6K/9K.      
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